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have not changed substantially during
the preceding 6-month period.

(Sec. 101, Federal Mine Safety and Health
Act of 1977, Pub. L. 91–173 as amended by
Pub. L. 95–164, 91 Stat. 1291 (30 U.S.C. 811);
sec. 301, Federal Mine Safety and Health
Amendments Act of 1977, Pub. L. 95–164, 91
Stat. 1317 (30 U.S.C. 961), Pub. L. No. 96–511,
94 Stat. 2812 (44 U.S.C. 3501 et seq.))

[36 FR 12739, July 7, 1971, as amended at 43
FR 40762, Sept. 12, 1978; 44 FR 52827, Sept. 11,
1979; 47 FR 14696, Apr. 6, 1982; 47 FR 28095,
June 29, 1982; 60 FR 33723, June 29, 1995]

§ 70.509 Supplemental noise exposure
survey; reports and certification.

(a) Where the certified results of an
initial noise exposure survey conducted
in accordance with § 70.507, or a peri-
odic noise exposure survey conducted
in accordance with § 70.508, show that
any miner in the active workings of
the mine is exposed to a noise level in
excess of the permissible noise level
prescribed in Table I, the operator
shall conduct a supplemental noise ex-
posure survey with respect to each
miner whose noise exposure exceeds
this standard. This survey shall be con-
ducted within 15 days following notifi-
cation to the operator by the Mine
Safety and Health Administration to
conduct such survey.

(b) Supplemental noise exposure sur-
veys shall be conducted by taking noise
exposure measurements in accordance
with § 70.506, however, noise exposure
measurements shall be taken during
the entire period of each individual op-
eration to which the miner under con-
sideration is actually exposed during
his normal work shift.

(c) Each operator shall report and
certify the results of each supple-
mental noise level survey conducted in
accordance with this section to the
Mine Safety and Health Administra-
tion and the Department of Health and
Human Services using the Coal Mine
Noise Data Report Form to record
noise level readings taken with respect
to all operations during which such
measurements were taken.

(d) Supplemental noise exposure sur-
veys shall, upon completion, be mailed
to:

Division of Automatic Data Processing, Mine
Safety and Health Administration, Build-
ing 53, Denver Federal Center, Colo. 80225.

(Sec. 101, Federal Mine Safety and Health
Act of 1977, Pub. L. 91–173 as amended by
Pub. L. 95–164, 91 Stat. 1291 (30 U.S.C. 811);
sec. 301, Federal Mine Safety and Health
Amendments Act of 1977, Pub. L. 95–164, 91
Stat. 1317 (30 U.S.C. 961); Pub. L. No. 96–511,
94 Stat. 2812 (44 U.S.C. 3501 et seq.))

[36 FR 12739, July 7, 1971, as amended at 43
FR 40762, Sept. 12, 1978; 44 FR 52827, Sept. 11,
1979; 47 FR 14696, Apr. 6, 1982; 47 FR 28095,
June 29, 1982; 60 FR 33723, June 29, 1995]

§ 70.510 Violation of noise standard;
notice of violation; action required
by operator.

(a) Where the results of a supple-
mental noise exposure survey con-
ducted in accordance with § 70.509 show
that any miner in the active workings
of the mine is exposed to noise levels
which exceed the permissible noise lev-
els prescribed in Table I, the Secretary
shall issue a notice to the operator
that he is in violation of this subpart.

(b) Upon receipt of a Notice of Viola-
tion issued pursuant to paragraph (a)
of this section, the operator shall:

(1) Institute promptly administrative
and/or engineering controls necessary
to assure compliance with the stand-
ard. Such controls may include protec-
tive devices other than those devices or
systems which the Secretary or his au-
thorized representative finds to be haz-
ardous in such mine.

(2) Within 60 days following the
issuance of any Notice of Violation of
this subpart, submit for approval to a
joint Mine Safety and Health Adminis-
tration-Health and Human Services
committee, a plan for the administra-
tion of a continuing, effective hearing
conservation program to assure com-
pliance with this subpart, including
provision for:

(i) Reducing environmental noise lev-
els;

(ii) Personal ear protective devices to
be made available to the miners;

(iii) Preemployment and periodic
audiograms.

(3) Plans required under paragraph
(b) (2) of this section shall be submitted
to:

Administrator, Coal Mine Health and Safety,
Mine Safety and Health Administration,
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Department of Labor, 4015 Wilson Boule-
vard, Arlington, Va. 22203.

TABLE I—PERMISSIBLE NOISE EXPOSURES

Duration per day (hours) Noise level
(dBA)

8 ........................................................................... 90
6 ........................................................................... 92
4 ........................................................................... 95
3 ........................................................................... 97
2 ........................................................................... 100
11⁄2 ....................................................................... 102
1 ........................................................................... 105
3⁄4 ......................................................................... 107
1⁄2 ......................................................................... 110
1⁄4 or less ............................................................. 115

FIGURE 1—COAL MINE NOISE DATA REPORT

(SUBMIT ONE FORM FOR EACH MINER)

Date: llll (month) llll (day) llll
(year)
Company: llllll Mine Name
llllllllllllllllllllllll
Mine I.D. number: llllllllllllll
Section/Pit number: lllllllllllll
Miners name: llllllllllllllll
Miners SSN: lllllllllllllllll
Occupation code: llllllllllllll
Initial llll Periodic llll Supple-
mental llll
Hearing protective device used:

Yes ll No ll If yes ‘‘R’’ value llll
Equipment in operation:

Manufacturer lllllllllllllll
Type llllllllllllllllllll
Model number lllllllllllllll
Serial or company number llllllll

Dosimeter reading: lllllllllllll
Measurement time (In minutes): llllll

Operations (Loading, tramming,
etc.)

Noise level
dBA aver-

age

Minutes
exposure

Signature of qualified person:

(Pub. L. No. 96–511, 94 Stat. 2812 (44 U.S.C.
3501 et seq.))

[36 FR 12739, July 7, 1971, as amended at 43
FR 12319, Mar. 24, 1978; 43 FR 40762, Sept. 12,
1978; 44 FR 52827, Sept. 11, 1979; 47 FR 14696,
Apr. 6, 1982; 47 FR 28095, June 29, 1982; 60 FR
33723, June 29, 1995]

§ 70.511 Incorporation by reference.

In accordance with 5 U.S.C. 552(a)(1),
the technical publication, ‘‘Specifica-
tion for Sound Level Meters’’, S1.4–1971
(Type S2A), issued by the American
National Standards Institute (ANSI),
April 27, 1971, referenced in this sub-
part F is hereby incorporated by ref-
erence and made a part hereof. The in-
corporated technical publication is
available for examination at MSHA,
4015 Wilson Blvd., Arlington, Va. 22203;
the National Institute for Occupational
Safety and Health, 5600 Fishers Lane,
Rockville, Md. 20857; each Coal Mine
Health and Safety District and Subdis-
trict Office and the Federal Register li-
brary. In addition, copies of the docu-
ment can be purchased from the Amer-
ican National Standards Institute
(ANSI), 1430 Broadway, New York, N.Y.
10018.

(Sec. 101, Federal Mine Safety and Health
Act of 1977, Pub. L. 91–173 as amended by
Pub. L. 95–164, 91 Stat. 1291 (30 U.S.C. 811);
sec. 301, Federal Mine Safety and Health
Amendments Act of 1977, Pub. L. 95–164, 91
Stat. 1317 (30 U.S.C. 961))

[43 FR 40762, Sept. 12, 1978; 44 FR 52827, Sept.
11, 1979]

SUBPARTS G—S [Reserved]

SUBPART T—DIESEL EXHAUST GAS
MONITORING

§ 70.1900 Exhaust Gas Monitoring.

(a) During on-shift examinations re-
quired by § 75.362, a certified person as
defined by § 75.100 of this chapter and
designated by the operator as trained
or experienced in the appropriate sam-
pling procedures, shall determine the
concentration of carbon monoxide (CO)
and nitrogen dioxide (NO2):

(1) In the return of each working sec-
tion where diesel equipment is used, at
a location which represents the con-
tribution of all diesel equipment on
such section;

(2) In the area of the section loading
point if diesel haulage equipment is op-
erated on the working section;

(3) At a point inby the last piece of
diesel equipment on the longwall or
shortwall face when mining equipment
is being installed or removed; and
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